	[image: image1.png]PROBABILITY

mumber & colowr | risk

1o30ed) | Ciitil
41010 (yllow) | High
1150w | Mo
161025 (geen) | Low

probabiity

CONSEQUENCES

E rae: practically impossible
D unlely: not Helyto hapgen
€ ndenate: possile; heard of
50 itmight haygen

B likely o hapren atsome point
A almostcertainto happen

Mximum reasonable comsequence
injury emironmenial Toss

4| couldcaus | Tempomryor minor damage Could canse damage
Isteidimjwy | egminar ol sill $10K- $100K
Couldomse | Substanial ax permare ntdamage Could canse
seriousinjury | which would et in proscution, adverse | maor daage
Cmajor LTI ts $1- $5M





	Page 6 of 6
Rev 0 Issue 1

07 Apr 2010
	Location:
	Activity:  WORKING ON FOOT IN THE VICINITY OF MOVING PLANT
	Prepared by:

Kiri Krishna



	
	
	Legislation/Codes of Practice

	SWMS 14
	
	OH&S Act 2000, OH&S Regulation 2001, Excavation Work (WorkCover Code of Practice), Moving Plant on Construction Sites (WorkCover Safety Guide).

	WORKING ON FOOT IN THE VICINITY OF MOVING PLANT


	
	Training required to complete work

	
	
	All persons are to be inducted into this SWMS, with any special training requirements identified prior to this induction.

	
	
	Personnel & Qualifications

	
	
	All operators of machinery are to have WorkCover accredited tickets.

	
	
	Inspection/ Maintenance on Plant/Equipment before use

	PERSON RESPONSIBLE FOR SWMS IMPLEMENTATION
	
	All plant is to be inspected by the operator on a daily basis using Robson’s Daily Plant Inspection Checklist.

	
	
	Risk Rating Matrix Table

	Name
	Position
	
	Critical – C  1 - 3

High – H  4 - 10

Moderate – M  11 - 15

Low – L  16 -25

	
	Project Manager
	
	

	
	Site Manager
	
	Severity of Consequences

	
	
	1. Could kill, permanently disable or cause very serious damage.

2. Could cause serious injury (major LTI) or major damage.

3. Could cause typical LTI / MTC or moderate damage.

4. Could cause 1st Aid injury or minor damage

5. Couldn’t cause injury or damage

	Issue No
	Issue Date
	Amendments/Remarks
	
	

	
	
	
	
	

	
	
	
	
	Probability of Happening

	
	
	
	
	A – ALMOST CERTAIN to happen

B – LIKELY to happen at some point

C – MODERATE – possible, it might happen

D – UNLIKELY, not likely to happen

E – RARE, practically impossible
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Date:
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	Induction Record.
This Safe Work Method Statement has been shown and explained to me.
I understand these procedures and I agree to abide by them.

	Inductors Initials:
	Name:
	Signature:
	Date:
	Inductors Initials:
	Name:
	Signature:
	Date:

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


	


	No.
	Activity
	Potential Hazards
	P
	C
	Risk


	Control Measures
	P
	C
	Risk


	Person Responsable

	1
	1. Heavy patching

2. Excavation under traffic

3. Clearing & grubbing

4. Earthworks

5. Testing, surveying etc.

6. AC Paving

7. Bitumen sealing

8. Concrete paving

9. Kerb & gutter extrusion

10. Stabilising
	· Reversing plant
	C
	2
	8
	· Ensure plant fitted with reversing alarms and lights

· Do not have workers within 3 metre radius of moving plant

· If proximity of people to plant is unavoidable, use a spotter when plant is reversing

· Non use of mobile phones


	D
	2
	12
	Site Manager

	2
	· Heavy patching

· Excavation under traffic

· Clearing & grubbing

· Earthworks

· Stockpiles


	· Revolving plant
	C
	2
	8
	· Ensure that workers are not working within the area of influence of plant like Excavators such that they can be hit when the plant item revolves
	D
	2
	12
	Site Manager

	3
	1. Heavy patching

2. Excavation under traffic

3. Earthworks

4. AC Paving

5. Bitumen sealing

6. Concrete paving

7. Kerb & gutter extrusion

8. Stabilising
	· Delivery vehicles
	C
	2
	8
	· Ensure that all delivery vehicles report to a designated location or person

· If delivery vehicles are required to reverse near people ensure they are fitted with reversing alarm and lights, and that a spotter is used

· Ensure there are no conflicting instructions
	D
	2
	12
	Site Manager

	No.
	Activity
	Potential Hazards
	P
	C
	Risk


	Control Measures
	P
	C
	Risk


	Person Responsable

	4
	Haulage works

Earthworks


	· Haulage vehicles
	C
	2
	8
	· Consider imposing a speed limit where workers are working near haulage routes

· If required, designated crossing points are to be installed and all workers and operators advised of their locations. Workers and operators should not cross until the haulage route is clear of haulage vehicles

· The haulage routes is to be varied to move it away from workers

· Work location is to be clearly delineated using barrier boards, barrier mesh or similar and the location of workers advised to each driver of a haulage vehicle
	D
	2
	12
	Site Manager

	5
	Operating plant equipment fitted with seat belts
	· Plant overturns
	C
	1
	4
	· Provide training & supervision to ensure seat belts are worn at all times
	D
	1
	7
	Site Manager
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	Activity
	Potential Hazards
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	Risk


	Control Measures
	P
	C
	Risk


	Person Responsable

	
	
	· 
	
	
	
	· 
	
	
	
	

	
	
	· 
	
	
	
	· 
	
	
	
	

	
	
	· 
	
	
	
	· 
	
	
	
	

	
	
	· 
	
	
	
	· 
	
	
	
	

	
	
	· 
	
	
	
	· 
	
	
	
	



